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2006 International Residential Code
IMPORTANT

PLEASE READ ALL ENCLOSED MATERIALS

ALL INSPECTIONS CHECKED ON THE BUILDING PERMIT CARD AND ON THE INSEPCTION CHECKLIST MUST BE CALLED FOR AND SIGNED BY A SAFEBUILT COLORADO INSPECTOR BEFORE PROCEEDING WITH THE NEXT PHASE OF CONSTRUCTION

ALL PERMITS MUST BE FINALED

CALL FOR INSPECTIONS:

303-462-1955
BUILDERS, CONTRACTORS AND PROPERTY OWNERS

THE FOLLOWING REQUIREMENTS MUST BE MET IN ORDER TO OBTAIN ANY BUILDING INSPECTIONS PER THE REQUIREMENTS OF THE 2006 INTERNATIONAL RESIDENTIAL CODE (IRC).

1. THE JOB SITE ADDRESS MUST BE POSTED (2006 IRC SECTION 321.1)

2. THE BUILDING PERMIT CARD MUST BE ON SITE OR MADE AVAILABLE AT THE TIME OF INSPECTION (2006 IRC SECTION 105.7)

3. THE APPROVED SITE PLAN MUST BE ON SITE (2006 IRC SECTION 106.2)

4. APPROVED BLUEPRINTS INCLUDING ENGINEERED FOUNDATION AND TRUSS DESIGNS SHALL BE ON THE JOB SITE AT ALL TIMES (2006 IRC SECTION 106.3.1).

5. ALL REQUIRED INSPECTIONS MUST BE CALLED FOR AND APPROVED BY THE INSPECTOR BEFORE PROCEEDING WITH THE NEXT PHASE OF CONSTRUCTION (2006 IRC SECTION 109.4)

ALL PERMITS MUST BE FINALED

REQUIRED INSPECTIONS FOR RESIDENTIAL CONSTRUCTION
· Setbacks must be verified by an setback certificate

· Footing and Foundation reinforcing steel (rebar) inspection. (If you choose, these inspections can be performed by the engineer of record with a report provided to SAFEbuilt Colorado.)**

· Water service ***

· Building Sewer ***

· Perimeter Drain (If required per engineer, must be inspected by engineer)

· Temporary construction meter

· Underground plumbing

· Underground Electrical ***

· Rough-in plumbing

· Rough-in electrical

· Flues and vents

· Rough-in framing*

· Gas piping

· Permanent electrical meter

· Insulation Inspection

· Shower Pan (If Applicable) 

· Drywall screw inspection

· Final plumbing

· Final electrical

· Final heating

· Final building*

* Note:  Rough-in framing and final building will not be signed off until the plumbing, electrical, and heating work has been approved.

** Note: C/O will not be issued until all engineers’ inspection reports           have been received.

*** Check with local jurisdiction

Residential Stairs
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\ HANDRAIL

THE HANDRAIL DETAIL SHOWN HERE DOES NOT COMPLY
WITH THE “CONTINUOUS” TERMINOLOGY IN THE CODE.

HANDRAIL CONTINUITY
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EMERGENCY ESCAPE AND RESCUE WINDOW




All persons constructing a new residence, and addition, or a basement finish which includes a sleeping room (bedroom), or remodeling an existing sleeping room (bedroom) shall comply with the following:

· Basements in dwelling units and every sleeping room below the fourth story shall have at least one operable window or exterior door approved for emergency escape or rescue.  The units shall be operable from the inside to provide a full clear opening without the use of separate tools.

· All escape or rescue windows from sleeping rooms shall have a minimum net clear opening of 5.7 square feet.  The minimum net clear openable height dimension shall be twenty-four (24) inches.  The minimum net clear openable width dimensions shall be twenty (20) inches.  These dimensions are to be met with the window in the open position.

· Window wells shall have a minimum net clear opening of 9 square feet with a minimum dimension of thirty-six (36) inches.  Window wells with a vertical depth greater than 44 inches located in habitable rooms shall be equipped with an approved permanently affixed ladder or stairs that are accessible with the window in the fully open position. Only 1 ladder is required in an unfinished area. Ladders and steps shall have an inside width of 12 inches, shall project at least 3 inches from the wall but not more than 6 inches and shall be spaced not more than 18 inches on center vertically for the full height of the window well.
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561 Garden Drive, Unit B    Windsor, CO  80550

Ph 970.686.7511    fax 970.686.9248    800.400.1581

